
PRODUCT CODES
GJD332 Mini Opal Silver
GJD333 Mini Opal Black 
GJD334 Mini Opal White

IP55 rated

Easy to install

Minimum maintenance

Covert detection

Adjustable range 
selection

White light filter

Dual tamper switch for 
case and wall-mount 
tamper protection

Sliding curtains for 
precise coverage

±90º horizontal and ±45º 
vertical aim adjustment 

Conformally coated 
electronics for enhanced 
UV and moisture 
resilience

An adjustable range PIR with front and rear tamper 
switches as well as sliding curtains to aid installation 
and field of view alignment. Modelled after the 
modern and stylish look of the D-TECT range of 
detectors.

GJD Mini Opal detectors are designed for outdoor use 
in conjunction with the following GJD indoor lighting 
controllers: 

• Sapphire Mk3
• Emerald Mk3 
• Solitaire 2 Zone Expansion Unit
• DygiZone 4 Zone lighting controller / enunciator
• 4 Zone Expansion Unit

72mm

84mm

10
6m

m

Detect . I l luminate .Deter

SECURITY LIGHTING

Mini Opal  External PIR

Unit 2, Birch Business Park, Whittle Lane, Heywood, Greater Manchester, OL10 2SX, UK
w: www.gjd.co.uk t: +44 (0) 1706 363 998 f: +44 (0) 1706 363 991


